
RVS-AX
Analog Soft Starter

The RVS-AX electronic soft starter utilizes six 
thyristors for full three-phase control, ensur-
ing smooth and efficient startup of squirrel 
cage induction motors with minimal current 
draw.  

For models RVS-AX 31A and above, an inter-
nal bypass enhances efficiency by seamlessly 
transitioning the motor to full voltage opera-
tion. The Soft Stop function gradually reduces 
voltage to zero, enabling controlled decelera-
tion.  

Comprehensive motor protection features 
include overload, phase loss, and internal heat 
protection for the heatsinks. Additionally, the 
RVS-AX operates without requiring an external 
control voltage.  

Specifications
	» Voltage Range: 220 - 600V

	» Current Range: 8 -170A

	» Frequency: 50/60Hz

	» Load : Three-Phase, Three-Wire,                    
Squirrel Cage Induction Motor

	» Altitude: 1000 m above sea level*

	» Operating Temperatures: -10° to 40°C

Typical Wiring Scheme
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Applications

Rated Current HP Unit Dimensions (mm) Weight
A @480V H W D Kg
8 5

9.5in       
(232mm)

5in 
(120mm)

4.5in 
(105mm)

6lb 
(2.6kg)

17 10

31 20

44 30

58 40 11in 
(275mm) 7in 

(185mm)

11lb 
(5kg)72 50

85 60

15in 
(380mm)

18.5lb 
(8.4kg)105 75

145 100 7in 
(172mm)

8in 
(195mm)

26lb 
(11.8kg)170 125

Models   |   8-170 A, @480V

RVS - AX 31 400 0 S
Full load
Current

Mains
Voltage

Options Front 
Panel

Full load Current

Specify Description

Rated Current [A]
Models 400-690VAC

8(1), 17 (1), 31, 44, 58, 72, 85, 105, 145, 170

Mains Voltage

Specify Description

230 220 – 440 VAC, 50/60Hz ,  +10% -15%

400 380 - 415 VAC, 50/60Hz ,  +10% -15%

440 440 VAC, 50/60Hz ,  +10% -15%

480 460 - 500 VAC, 50/60Hz ,  +10% -15%

600 575 - 600 VAC, 50/60Hz ,  +10% -15%

Options
Specify Description

0 No options

8 Harsh environment treatment (1)

U UL & cUL approved

Notes: (1) No Internal Bypass

Front Panel - Standard

Ordering Information
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This data sheet is provided for informational purposes only and is subject to change without notice. Solcon Solutions accepts no 
responsibility for errors or omissions.  For the latest updates or specific guidance, please contact your authorized representative.
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